





#'1$ #
"$ # "1
% P "# $%# &'( $%
& "Lt H $%H & '&)$%
*+ # ) - , #
! BO0%# ! "H# $%"H#
( A - #D"H S%H
A+ O - )1 & ngt
"+ 2" O# '
) 2#3-3 %+ 3 #' -1 "# $%#H & '45%%
* 2#3-3 %+- 1 "# $%'# &'4 $%
+ 2#3-3 %+ L+ #H! "H# SUH &'4 $%
% Ho+#D "H# S%'H
%% ++ 2% 1$%'# &'55
%& " %" * &"&
% $.% %"* &")5
%' ++ % - &" ($%
%( - # % &"
% ++ I "H# S%"H# &'( &$%
%) " 2 &(4







#1$ #
"$ #"1
%* J*- -3 $3-# &'4
%+ +,4 0T H S%H &'5 $%
& +,+- " "6 &) $%
&%
&& +3 .+$ %+0," * 0, "% &
& +HUxg &")
&( "-# +0# $7 0, "# &
& %ok, -1"- $7 0,"# &
&) %+, -1"- $.# 0,"# &
&* , e 0,"# &
&+ 3-3 - 1$6, -6 &
241 &'44
2+ 1-0 &4'40
% & +6%.# &'( $%
& , =% # &'(5
S H &, &
' , $8&, 444 5'
( $# %+ 0, -6 &




1. Open door.

2. Turn water off water at the mains inlet and at the 3-way ball valve.

3. Disconnect hoses from the valves (see diagram below).
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4. Remove two screws from front of console (see diagram below).

5. Slide console forward and lift to remove.

6. To assemble, reverse the above procedure.







